Bombas de calor deshumidificadoras
Dehumidifying heat pumps

Calidad y ahorro energético

Los equipos deshumidificadores son indispensables para
instalaciones de piscinas cubiertas o spas donde se requiere
un control de la humedad y de la temperatura ambiente del
recinto. Garantizan los siguientes parametros de confort:

- Humedad relativa constante: valor de referencia entre un
60y un 65%

- Temperatura del aire: valor de referencia de 2 °C por encima
de la temperatura del agua con un maximo de 30 °C

Las consolas deshumidificadoras CDP estan disefiadas para
pequefias instalaciones, ubicandose preferentemente en el
mismo recinto de la piscina u opcionalmente en una sala
técnica adosada al recinto. Su caracteristica principal es
que no requiere de ningun tipo de instalacion de conductos.
Es suficiente con una toma eléctrica y un desagUe.

Las bombas de calor deshumectadoras Compisa BDP
garantizan el maximo ahorro energético aprovechando la
energia sobrante para calentar el agua de su piscina o el
aire del recinto de la piscina. Tienen la posibilidad de renovar
el aire aprovechando las condiciones 6ptimas de humedad
y temperatura mediante sistemas recuperadores o free-
cooling (sistema de 3 compuertas motorizadas para
intercambiar aire interior y exterior). De esta manera, se
asegura la renovacion de como minimo un 10% del aire del
recinto de la piscina, optimizando las condiciones de confort.

Quality and energy savings

Dehumidifying equipment is indispensable for indoor pool
installations or spas where humidity and ambient temperature
control is required within the enclosure.

They guarantee the following comfort parameters:

- Constant relative humidity: reference value between 60%
and 65%

- Air temperature: reference value of 2 °C above the water
temperature with a maximum of 30 °C

The CDP dehumidifying consoles are designed for small
installations, preferably being located in the pool enclosure
itself or optionally in @ machine room attached to the enclosure.
Its main feature is that it does not require any type of pipe
installation. All you need is a connection and drain.

The Compisa BDP dehumidifying heat pumps guarantee
maximum energy saving by taking advantage of surplus
energy for heating the water in your pool or the air in the
pool enclosure. They have the option of renewing the air by
taking advantage of optimum humidity and temperature
conditions via recovering or free-cooling systems (system
with 3 motorised gates for exchanging air from the inside
and outside). Thus, the renewal of a minimum of 10% of
the pool enclosure air is ensured, optimising the comfort
conditions.




Consola deshumidificadora CDP
CDP dehumidifying unit

The CDP unit is used in installations where an individual
led. It takes
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Disponible en modelos murales o para instalacion en sala técnica
con conductos empotrados. Posibilidad de instalacion para situar
en pared, con patas o con ruedas.

Available in wall-mounted models or for installing in machine rooms
with built-in ducts. Possibility of installation on walls, with feet or
wheels.



